HERZ Bathroom mixers
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Data sheet for B00368, UH12250, UH12260 Issue 0925
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I@I’m HERZ Bathroom mixers

Diverter extension — UH12701
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[ Material and construction

Body: Brass acc. to EN 1982, nickel/chromium plated
Cartridge: EU ceramic cartridge, KTW

Handle: Zamak 0410, chromium plated

Inlet connections: 2xRp 1/2”

Outlet connections: 1xRp 1/2”,1 x Rp 3/4”

€ Operating data

Recommended pressure range: 3 to 5 bar
Maximum pressure: up to 8 bar
Minimum pressure: over 0.5 bar
Recommended temperature range: 5°C to 65°C
Maximum temperature: 80°C

UK Water regulation 4 Compliant

[ Installation and maintenance

Flush all water feeding tubes thoroughly before installation.

Connect the sanitary tap to the water supply outlets by means of flexible tubes. The flow
restrictor/pearlator/aerator must be unscrewed before the tap is flushed through for the first time and
the tap handle moved into the fully open position. Open the supply water isolation valves slowly and
move the tap handle to all mixing positions. A longer lasting flushing of the tap is recommended after
mounting so as to remove possible impurities. Any repairs shall be performed by adequately skilled
personnel only.

With operating pressures over 5 bar, a pressure reducing valve should always be fitted to the water
supply pipework.

[l Disposal instruction
The disposal of HERZ taps must not endanger the health or the environment. National legal
regulations for proper disposal of the HERZ taps have to be followed.

All specifications and statements within this document are according to information available at the time of printing and meant for informational
purpose only. Herz Armaturen reserves the right to modify and change products as well as its technical specifications and/or it functioning
according to technological progress and requirements. It is understood that all images of Herz products are symbolic representations and
therefore may visually differ from the actual product. Colours may differ due to printing technology used. In case of any further questions don’t
hesitate to contact your closest HERZ Branch-office.
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